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مصينع  صيار الرصيني  ي   4ركزت الدراسة على تقييي  ويةدا الايةاا دا ي  

 . المعطقة الصعنعية بودا

علييى  ةلتقيييي  تيي مير مصيينصر الرصييني المنعةييية علييى صيي ة اللميين    عيي  تيي  التركيييز

 :المؤشرات التنلية

 .تركيز الوسيمنت المستعشقة    بيئة اللم  -1
مستةينت الرصني    الوسيمنت المستعشيقة ةالببينر المترسيل عليى ا،سيط    -2

 .ةكذلك الببنر المترسل على ا،رضينت
 .اللمن مستةينت الرصني    د   -3

ةت  قينس تركيز الوسيمنت المستعشقة بةاسطة أوازا ش صية م مةلة ممبت  على صدر 

اللنم  لمده ممنع  سنعنت  ةكذلك ت  قيينس تركييز الرصيني  ي  الوسييمنت المستعشيقة 

 .    مض عيتريك بةاسطة وانز الامتصني الذري المرش بلد صض  

   د  اللمن  ةالوسيمنت المستعشقة  ةأشنرت عتنئج الدراسة إلى أن تركيز الرصني   

ةميين الممكيين أن تلكييس صييذه العتيينئج تيي مير . أقيي  بكمييير ميين المليينيير الم لييية ةاللنلمييية

ا،عظمة الصيندرا مين الرئنسية اللنمية لدرصيند ة منيية البيئية ةالمتنبلية المسيتمرا لايذه 
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Abstract 

 
The study concentrated on the evaluation of indoor air quality in 4 

lead smelting   factories in Jeddah Industrial city, in order to 

evaluate the impact of secondary lead smelters on worker health. 

The following criteria were considered: 

1- Concentration of respirable Particulate Matter 

2- Lead levels in respirable Particulate Matter and settled dust 

on the surface and the floor. 

3- Lead levels in worker blood 

The respirable particulate matters were collected by personal dust 

sampler fixed on the worker chest for 8 hours. Lead concentrations 

were measured by atomic absorption spectrometer after digestion 

with nitric acid. Indoor deposited dusts on both surfaces and floor 

were collected and acid digested. The concentrations of lead in 

dusts were measured by atomic absorption spectrophotometer. 

The study results showed that both airborne lead level and workers 

blood levels were well below the local and international standards. 

The result may reflect the impact of strict PME regulation and 

continuous follow up for lead smelting factories. 

 



 


