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 :المستخلص

الرتقمٌة من المنتجا  ذا  التطبٌقا  المتعددة، والمهمة. وٌتطلب  رتتاااا تعد نماذج الإ

إنشاؤها بٌانا  ذا  مواصاا  خاصة، وأجهزة، وبرتامج متخصصة، وخبرتة المٌة، واملٌة فً 

 إرتتااعمجال المساحة التصوٌرتٌة التقلٌدٌة، والرتقمٌة. وقد هدف  هذه الدرتاسة إلى إنشاء نموذج 

ة تم تحوٌلها إلى هٌئة رتقمٌة للجزء العلوي من اقبة المخواة. رتقمً من بٌانا  صورت جوٌة ورتقٌ

 أخرتىكما تم تقٌٌم جودة البٌانا  المنتجة من هذه الدرتاسة من خلال امل المقارتنا  مع منتجا  

. وااتمد  الدرتاسة بالإضافة إلى بٌانا  الصورت الى بٌانا  تم جمعها ناسها منطقة الدرتاسةل

حقق من جودة المنتج. وتم  المقارتنة مع قٌم خطوط الكنتورت من مٌدانٌا بهدف المقارتنة، والت

هذه هم نتائج أكان من خرتائط طبوغرتافٌة، ومن بٌانا  قوقل اٌرتث، ومن نقاط التحقق المٌدانً. 

نكسارت، واستخلاص ادد من ٌشتمل الى خطوط الإالدرتاسة إنشاء نموذج تضارتٌس رتقمً 

لخطوط الكنتورت الإتجاه العام   المقارتنا  أن خطوط الكنتورت؛ كما أظهرت أهمهاالمنتجا  من 

بعض متطابق بشكل كبٌرت مع وجود لكل من بٌانا  الدرتاسة، والخرتائط الطبوغرتافٌة 

بٌن  دقة البٌانا  المنتجة من الدرتاسة  الأرتضً؛ وأن المقارتنة باستخدام نقاط التحقق ختلافا الا

م(، وقٌمة 1...± ) رتضلسطح الأالحقٌقٌة  رتتاااا الإ ان رتتااعحٌث بلغ متوسط فرتق الإ

المعٌارتي للنقاط  الإنحرتاف(؛ كما اتضح من مقارتنة م1...) متوسط الجذرت الترتبٌعً للخطأ

تقارتب النتائج من بٌانا  الخرتائط الطبوغرتافٌة مع البٌانا  المنتجة من الدرتاسة. كما  المختارتة

وغرتافٌة، وبٌانا  قوقل اتضح أن هناك فرتوق واضحة بٌن نتائج كل من بٌانا  الخرتائط الطب

للخرتائط  رتتااعالمعٌارتي. كذلك تبٌن من خلال مقارتنة نقاط الإ الإنحرتافإٌرتث من خلال 

من الدرتاسة وجود أرتبع فئا  من قٌم النتائج. وأخٌرتا تم اقترتاح  رتتااعالطبوغرتافٌة مع بٌانا  الإ

 ء، والاجرتاءا .ادد من التوصٌا  المتعلقة بالاهتمام بمصادرت البٌانا ، وطرتائق الإنشا
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         Abstract: Digital Elevation Models are considered as important 

multi-uses products. DEM creation requires data of special 

characteristics, specialized software and hardware, and practical 

experience and knowledge in the field of photogrammetry and digital 

photogrammetry. This study, which was applied on the upper part of 

Aqabat Al Makhwah, aimed at creating DEM from aerial photography 

data that have been converted to digital form. The quality of the DEM 

created in this study was evaluated by comparison with other DEM 

products for the same study area. In addition to aerial photography, the 

study was based on field data collected specifically for comparison and 

quality validation. The comparison was conducted against contour line 

values extracted from topographic maps, Google Earth height values, and 

check points collected using GPS. The main important results are: 

creating DEM with break lines, and extraction of a number of products 

with contour lines as the main important one. The study showed that 

direction of contour lines of the study and that of the topographic maps 

coincides to a large extent with some differences. The comparison using 

field check points assured the accuracy of the results of the study as the 

difference mean height against real heights was (± 1.17m) and RMSE 

(1.95m). The Standard Deviation of the selected points extracted from the 

topographic maps' contours showed closeness with the study results. 

However, there was some differences between the results of topographic 

maps data and Google Earth data as shown through Standard Deviation. 

Also, by comparing height points of topographic maps with height data of 

the study, there were four levels of results' values. finally, the study 

suggested a number of recommendation regarding giving more concern to 

data sources and method of creation and procedures. 

 


